Like most other vehicles today, the highest hurdle in working on the 2001 
Mitsubishi Galant is programming the keys once they are made. 
Unfortunately, on board programming is not available on this model and 
Mitsubishi’s MUTII diagnostic tool is required. (See photograph 1.) 


Up until recently, the MUTII was available only through unauthorized 
channels, making access to the tool extremely difficult. Today, however, the 
MUTII is available through Lockmasters Inc., currently the only known 
authorized distributor of the tool into the locksmith market. 
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Overview 


1. Like many newer vehicles, a diagnostic tool is required to program keys 
into the 2001 Mitsubishi Galant. 
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3. Insert a hook tool into the door and grasp the inside lock button rod. 


Unlike key programming, opening the Galant is an easy task. Simply wedge the window back by placing a wedge 
between the door and the window, directly above the handle. (See photograph 2.) Using a hook tool, bind and grasp 
the rod controlling the interior lock button. (See photograph 3.) Slide the rod to unlock the door. 


Opening 


2. Place a door wedge 
above the handle. 
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5. Using the SKT Wafer Reader is another lock reading 
device designed specifically for fast and easy key 
generation. 


4. The Determinator allows quick and easy reading of 
most automotive locks. 


6. The Galant ignition lock is typical of all Mitsubishi 
push-button retained locks. 


Generating the mechanical keys for the Galant can be accomplished in one of several ways. The simplest and most 
effective means is to use either the Determinator (see photograph 4) or the SKT Wafer Reading tool (see photograph 5) to 
read the bitting of the door lock, and progression the ignition. If these tools are not available, opening the trunk and 
removing the deck trim allows an easy view of the trunk lock tumblers. Finally, the door lock can be removed and a 
key generated. 


Key Generation 


The ignition lock on the Galant is a push-button 
retained lock, and its removal is typical of all Mitsubishi 
locks. (See photograph 6.) Accessing the retainer it if first 
necessary to remove the two-piece shroud. Using a #2 
Phillips screwdriver, the shroud screws can be accessed 
from beneath the column. (See photograph 7.) A 
mounting screw found just above the face of the 
ignition lock is sometimes missed. (See photograph 8.) 


With all shroud screws removed, the shroud halves 
can be separated. (See photograph 9.) With the shroud 
halves removed, the transceiver (antenna) for the 
transponder system can be seen encircling the lock. (See 
photograph 10.) 


To complete the lock removal, use a mechanical 
key to turn the lock to the ON or RUN position and 
depress the lock’s retainer. (See photograph 11.) If a key 
is not available, or the lock cannot be picked, drill 
through the face of the lock and remove the retainer 
pin. With the retainer depressed, the lock is removed. 
(See photograph 12.) 


Ignition 
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7. Begin ignition lock removal by separating the 
column shroud. 


8. Don’t forget this single screw before separating the 
shroud halves. 


10. The transceiver or antenna of the transponder 
system is now visible. Although visible, it is not 
necessary to remove or otherwise alter this part. 


11. Insert a mechical key or pick the lock to the ON or 
RUN position and depress the lock’s retainer. 


9. The column shroud halves can now be separated 
and removed. 


12. Remove the lock. 


14. Although it is not necessary to remove the entire 
door handle, the door handle does have to be removed 
to access the door lock. 


13. The lock on the Galant is part of the door’s handle. 


The lock on the Galant is part of the door 
handle. (See photograph 13.) Although it is not 
necessary to completely remove the door handle, 
the door’s trim panel does have to be removed to 
access and remove the lock. (See photograph 14.) 


Begin panel removal by removing the small 
screw found at the bottom of the cup or pocket on 
the armrest. (See photograph 15.) 


Next, remove the inside handle mounting screw. 
(See photograph 16.) Remove the handle. (See 
photograph 17.) 


Finally, remove the reset of the small screws 
found around the perimeter of the panel. (See 
photograph 18.) Small caps that first need to be 
removed cover some of these screws. (See 
photograph 19.) 


With all of the panel screws and trim removed, 
the panel is removed from the door. (See 
photograph 20.) Pull back the corner of the vapor 
barrier to access the door lock. (See photograph 21.) 


While the lock is easily visible at this time, to 
make it easier to remove the lock, first unclip and 
drop the linkage rod attached to the lock’s pawl. 
(See photograph 22.) Using a straight blade 
screwdriver, gently pry the lock’s retainer clip 
back off the handle. (See photograph 23.) As prying 
begins, the clip separates slightly, allowing the 
lock to slide out of the handle. It is not necessary 
to completely remove the clip. (See photograph 24.) 


On the back of the lock, an electric micro switch 
is attached. (See photograph 25.) Removing the 
switch is simply a matter of gently prying up on 
the tabs that retain the switch to the back of the 
lock. (See photograph 26.) 


While some Mitsubishis have the car’s key code 
stamped on the case of the passenger door lock, 
this particular feature is missing on this lock. If 
making a key, the lock tumblers can be read 
through the weep or drain hole. (See photograph 
27.) If service or rekeying is required, simply 
disassemble the lock to service. (See photograph 28.) 
The Galant door lock uses an opposing wafer lock 
system. (See photograph 29.) 
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Door Lock 


15. Remove the screw found at the bottom of the 
pocket on the armrest. 
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18. Remove the panel screws that can be found around 
the perimeter of the panel. 


16. Remove the door handle mounting screw.... 


20. Drop the door panel. 


19. Small caps cover some of these screws. 


17. And remove the door handle. 


21. Pull down the corner of the vapor barrier to access 
the door lock. 


National Locksmith Automobile Association 
Issue No. 31 • 7 


24. The lock is easily slid out of the handle. 


22. The lock is easily accessed. Removing the lock rod 
makes removal easier. 


26. The two tabs on this switch hold it to the lock. 
Carefully pry these tabs up to remove it from the lock. 


25. A micro switch is attached to the back of the lock, 
and must be removed before lock disassembly can be 
performed. 


23. Gently pry the lock’s retainer clip to release the 
door lock. 


27. The lock can be read through it’s weep or drain 
hole 
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28. The disassembled lock. 
29. The Galant door lock uses an opposing wafer key 
system 


Removing the trunk lock on the Galant is a much 
easier task than it appears. In fact, if it is necessary to 
remove a lock for key generation, this lock is a good 
first choice. (See photograph 30.) 


Taking the lock out of the deck lid requires that the 
deck trim piece covering the lock first be removed. (See 
photograph 31.) Looking from beneath the trim piece (see 
photograph 32) two mounting screws are visible. (See 
photograph 33.) Remove the two screws using #2 Phillips 
or Posi-drive screwdriver. (See photograph 34.) Now, 
gently pry the trim piece off of the deck lid. Plastic 
mounting clips found at each end of the trim are all 
that’s left holding the piece to the lid. (See photograph 
35.) Be careful not to damage or break the trim while 
prying it off of the trunk lid. 


The trim piece removed, the lock fully exposed. If 
necessary, the tumblers can be read directly through the 
weep or drain hole without removing the lock from the 
deck lid. (See photograph 36.) 


If the lock needs to be removed for service, disconnect 
the trunk lock linkage rod from the lock’s pawl. Use a 
10mm socket to remove the lock’s two mounting bolts. 
(See photograph 37.) Pull the lock out of the deck lid. (See 
photograph 38.) 


The trunk lock has a snap-on, reusable casecap and is 
serviced similar to the door lock. (See photograph 39.) 


Ignition 


30. Found on the deck lid, the trunk lock of the Galant 
is easy to remove. 


31. The trunk lock is covered by this trim piece. 
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33. The screws are simple #2 
Phillips or Posi-drive screws. 


32. To remove, locate the two 
mounting screws on the bottom 
of the trim piece. 
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35. Plastic clips are the only 
things left holding the trim 
piece to the deck lid. 


34. Remove the two mounting 
screws. 
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38. The lock is easily pulled from the 
deck lid. 


36. The tumblers can be read through the weep or 
drain hole, make key generating easy. 


37. Remove the lock rod and the two lock 
mounting bolts. 
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39.The trunk lock disassembly is similar to 
the door lock. 


Programming a new key to the Galant requires 
Mitsubishi’s MUTII diagnostic tool. The software for 
this device is stored on a component referred to as the 
ROM Pack. (See photograph 40.) 


One variation from other automotive diagnostic tools 
is found on the OBDII compliant cable of the MUTII. 
Most other manufactures include a single OBDII 
compliant connector or Data Link Connector (DLC). 
The MUTII, however, includes the OBDII compliant 
DLC as well as a secondary connector. It is important to 
connect both plugs to their respective and mating 
connectors or receivers before programming can begin. 


Finally, in order to complete programming, a PIN 
number is required. Fortunately, Mitsubishi PIN 
numbers are model specific and vehicles specific. In 
other words, all Galants (to date) share the same PIN 
number, all the Montero Sports share the same PIN 
number, etc. 


Following is a list of the known PINs: 


Galant - 2949 


Montero Sport - 3828 


Montero - 5176 


Diamante - 0426 


Sebring, Stratus, Eclipse - 6876 


To Program: 


Plug both of the MUT II cable connectors into the 
respective connectors in the vehicle. (See photograph 41.) 


Insert new key into ignition lock and turn to ON or 
RUN position. (See photograph 42.) 


Ignition 
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40. The MUTII with it’s ROM Pack. The ROM Pack 
is plugged in at the bottom of the MUTII. 


42. The MUTII startup screen. 


41. Plug both connectors into their respective and mating 
receivers 
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Programming Procedure: 


Screen Display 
Action 


MULTI Startup Screen 
1. 


2. 
<Main Menu> 


1. System Select 
2. BELT TENSION 
3. FUEL PRESS 
4. Volts 
5. Ohms 
6. Oscilloscope 
7. Drive recorder review 
8. System Setup 
9. External communication 


Select: System Select 
Press: Yes 


3. 
<System Select> 
MFI 
IMMOBILIZER 
ELC-4AT 
SS4II 
ECS 
AUTO A/C 
TCL 
ABS 
HBB 
CRUISE CNTRL 
SRS - AIR BAG 
SWS 
ETACS 


Select: IMMOBILIZER 
Press: Yes 


4. 
<IMMOBILIZER> 
1. DTC 
2. Data List 
3. Special func. 
4. Volts 
5. Ohms 
6. Vehicle speed 


Select: Special func. 
Press: Yes 


5. 
SPECIAL MENU> 
1. Key ID register 


Please Wait. 
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Screen Display 
Action 


6. 
<SPECIAL FUNC.> 
Key ID Code 
registration 


Please enter 
A password. 


xxxx 


Enter: Four Digit PIN Number 
For each digit, use the UP and DOWN 
arrows to scroll through and select the 
correct number. When the correct number is 
displayed, use the RIGHT arrow to move to 
the next digit. When the complete number is 
entered - 
Press: Yes 


Current PIN Numbers 
Galant - 2949 
Montero Sport - 3828 
Montero - 5176 
Diamante - 0426 
Eclipse - 6876 


7. 
Are you ready? 


Completed 


Press: Yes 


8. 
<SPECIAL FUNC.> 
Key ID Code 
Registration 
Registrated key 
1 


Another Key ID 
to be 
registered? 


If yes, press [Y] 
after inserting 
a new key 
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43. Connect the MUTII connectors 
to the vehicle. 


Remote Programming 


Aside from programming Mitsubishi transponder keys, the MUTII is also used for programming the remote key 
fobs into the vehicle. This added service is growing among locksmiths and provides for a substantial amount of 
added income for a rather easy procedure. 


Before trying to add a new remote key fob, however, make sure that the correct fob is used for the vehicle. The 
safest way to approach this type service is to purchase the fob from an authorized Mitsubishi dealer based on the 
year and model being serviced. 


Mitsubishi Remote Key Fob Programming: 


1. Insert key into ignition. DO NOT TURN ON! 


2. Connect MUT-II scan tool to DLC. (See photograph 43.) 


3. Turn the MUTII on. (See photograph 44.) 


4. Within 10 seconds, press the Hazard Button 6 times. The door locks will cycle, indicating that the system has 
entered the program mode. (See photograph 45.) 


5. Press either button on the remote slowly three times. The power door locks will cycle, indicating that the remote 
has been programmed. (See photograph 46.) 


To program additional remotes, repeat step 4 within 10 seconds of programming the last remote. Up to 4 remotes 
can be programmed. 
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44. Turn the MUTII on. 


45. Depress the Hazard Warning button 6 times to 
activate the program mode. 


46. Depress the fob’s buttons slowly three 
times to complete programming. 
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Key Blanks 
STRATTEC: Master 598992, Valet 599479 


Ilco: MIT9PT 


Jet: 


Locks 


Ignition: STRATTEC 704607, 704606 (Push Button) 


Door: STRATTEC 704608 


Deck: STRATTEC 704609 


Service Kits 
STRATTEC 704605 


Code Specifications 
Code Series - F0001-1571 


HPC: Code Card - CF306 


Cutter - CW1011 


Stop - Standard Red Tip 


A-1 Pack-A-Punch: Kit - PAK-MT1 


Punch - 88T 


Curtis: Cam - DC-5 


Carriage - DC-5A 


Framon: First Cut - .407” 


Space Block - #5 (.083) 


Stop - Lay spacing clip against left side of vise and slide 
key in from the right. 


Spacing & Depth 


Car Specs 


1. 


2. 


3. 


4. 


5. 


6. 


7. 


8. 


.985 


.902 


.820 


.737 


.655 


.572 


.491 


.407 


.327 


.302 


.276 


.251 


NO. Space Depth 


Tumbler Positions 


For more information on servicing the Galant, STRATTEC 
service parts or transponder equipment and supplies, contact 
Tom Seroogy or Randy Mize at Lockmasters Inc., (800) 654- 
0637 x342. 
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